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Bearing No. Dimensions (mm) Basic Load Rating (KN) Speed Limit (rpm) Weight
d D B rs min Cr Cor Grease Oil (kg)

23232KW33C3 160 290 104 3 1050 1660 960 1500 29.1

23232W33C3 160 290 104 3 1050 1660 960 1500 30

23234 170 310 110 4 1180 1960 910 1400 36.8

23234K 170 310 110 4 1180 1960 910 1400 35.7

23234KW33C3 170 310 110 4 1180 1960 910 1400 35.7

23234W33C3 170 310 110 4 1180 1960 910 1400 36.8

23236 180 320 112 4 1230 2000 850 1300 39

23236K 180 320 112 4 1230 2000 850 1300 37.8

23236KW33C3 180 320 112 4 1230 2000 850 1300 37.8

23236W33C3 180 320 112 4 1230 2000 850 1300 39

23238 190 340 120 4 1400 2330 790 1200 47.6

23238K 190 340 120 4 1400 2330 790 1200 46.2

23238KW33C3 190 340 120 4 1400 2330 790 1200 46.2

23238W33C3 190 340 120 4 1400 2330 790 1200 47.6

23240 200 360 128 4 1610 2640 750 1200 57.2

23240K 200 360 128 4 1610 2640 750 1200 55.5

23240KW33C3 200 360 128 4 1610 2640 750 1200 55.5

23240W33C3 200 360 128 4 1610 2640 750 1200 57.2

23244 220 400 144 4 2010 3350 670 1000 80

23244K 220 400 144 4 2010 3350 670 1000 77.6

23244KW33C3 220 400 144 4 2010 3350 670 1000 77.6

23244W33C3 220 400 144 4 2010 3350 670 1000 80

23248 240 440 160 4 2430 4100 610 940 108

23248K 240 440 160 4 2430 4100 610 940 105

23248KW33C3 240 440 160 4 2430 4100 610 940 105

23248W33C3 240 440 160 4 2430 4100 610 940 108

23252 260 480 174 5 2760 4700 560 860 141
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23252K 260 480 174 5 2760 4700 560 860 137

23252KW33C3 260 480 174 5 2760 4700 560 860 137

23252W33C3 260 480 174 5 2760 4700 560 860 141


